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	Retrofit, Retrofit Stair Nosings2125 – Thin Surface Mount 1″ PL Strip
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Retrofit, Retrofit Stair Nosings2125 – Thin Surface Mount 1″ PL Strip
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FEATURES: Fastened to the leading edge of existing stairs; Cost-effective design accommodates standard, code-compliant, durable, aluminum-backed PL strip which charges by variety of light sources (LED, ﬂuorescent, etc.)*; Thin extruded aluminum base; 2.125″ Width; Ships in max of 10′ lengths

ANCHORS: Adhesive-only, wood and concrete options available

PERFORMANCE: Passes UL 1994 for both interior and exterior applications; Meets IBC/IFC 1025; Passes salt spray resistance per ASTM B117; Passes toxicity test per SMP 800C; Passes ﬂame spread test per ASTM D635; Nonradioactive per ASTM D3648; Meets ADA guidelines for slip resistance; Contributes to LEED® credits
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2125 One-sheet
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PL Flyer and Compliance Guide
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	Handrail4010C – Aluminum Strip
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Handrail4010C – Aluminum Strip
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FEATURES: Charges by variety of light sources such as LED, fluorescent, etc. (Photoluminescence maintains illumination for minimum of 90 min. when charged with 1 foot-candle [11 lux] for 60 min.); Higher quality and longevity than tape; 1″ width; Ships in 12′ lengths; Standard with white, ABS plastic IllumiTread™ Handrail End Caps

PERFORMANCE: Passes UL 1994 for both interior and exterior applications; Meets IBC/IFC 1025; Passes salt spray resistance per ASTM B117; Passes toxicity test per SMP 800C; Passes ﬂame spread test per ASTM D635; Nonradioactive per ASTM D3648
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PL Flyer and Compliance Guide
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	Retrofit, Retrofit Stair Nosings4120 – Surface Mount 1″ PL Strip
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Retrofit, Retrofit Stair Nosings4120 – Surface Mount 1″ PL Strip
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FEATURES:Fastened to the leading edge of existing stairs; Charges by variety of light sources (LED, ﬂuorescent, etc.)*; Extruded aluminum base; Proprietary, slip-resistant epoxy abrasive; Multiple abrasive color options available (see Color Chart for details); 2.75″ Width; Ships in max of 10′ lengths

ANCHORS: Adhesive-only, wood and concrete options available

PERFORMANCE: Passes UL 1994 for both interior and exterior applications; Meets IBC/IFC 1025; Passes salt spray resistance per ASTM B117; Passes toxicity test per SMP 800C; Passes ﬂame spread test per ASTM D635; Nonradioactive per ASTM D3648; Meets ADA guidelines for slip resistance; Contributes to LEED® credits
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PL Flyer and Compliance Guide
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	Metal Plate Systems9W – Flat Curb
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Metal Plate Systems9W – Flat Curb
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RELATED: 9WC, SS9W, SS9WC

JOINT SIZE: 1-24″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; ±50% to ±100% Vertical Shear

FEATURES: Easy to assemble and install; Factory-fabricated transitions available; Centering bar device holds cover in place throughout movement; Surface mount installation only; Comes standard with secondary water barrier; Drain assemblies available; Kynar or anodized options available (to match surrounding construction)*; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits

*See Color Chart for details. Lateral Shear requires specific accommodations at wall terminations, contact factory for details.
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Retrofit Flyer
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	Elastomeric Seal SystemsCS – Winged Multi-chambered Seal
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Elastomeric Seal SystemsCS – Winged Multi-chambered Seal
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RELATED: CSL

JOINT SIZE: 1.5-4″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: Expansion/Contraction, Lateral Shear and Vertical Shear Varies

FEATURES:  Designed for heavy loading; Factory-fabricated transitions available; Blockout installation only, with elastomeric concrete and no mechanical fasteners; Available in black (gray optional, subject to additional charges and extended lead times); Ships in 100′ lengths (Longer runs may be available with some joint sizes)

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Slow Vehicular (See Load Data Sheet for details)
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	Metal Cover SystemsDFH – Surface Mount Dual Hinge
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Metal Cover SystemsDFH – Surface Mount Dual Hinge
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RELATED: DFHL

JOINT SIZE: 3-8″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% Expansion/Contraction; ±100% Lateral Shear; ±1″ Vertical Shear

FEATURES: Easy to install; Easy to clean; Designed for heavy loading; Speciﬁcally designed to accommodate horizontal & vertical shear; Reinforced gaskets; Sound-dampening bumper; Surface mount installation only; Comes standard with water barrier; Drain assemblies available; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Slow Vehicular (See Load Data Sheet for details)
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Retrofit Flyer
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	Metal Cover SystemsHDHP – Heavy Duty Hinge Plate
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Metal Cover SystemsHDHP – Heavy Duty Hinge Plate
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RELATED: HDHPL

JOINT SIZE: 6-24″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear varies; Contact factory for details

FEATURES: Easy to install; Easy to clean; Designed for heavy loading; Speciﬁcally designed to accommodate horizontal & vertical shear; Sound-dampening; Surface mount installation only; Ideal for retrofit; Comes standard with water barrier; Drain assemblies available; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Slow Vehicular (See Load Data Sheet for details)
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	Elastomeric Face Seal SystemsIS – Silicone Face
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Elastomeric Face Seal SystemsIS – Silicone Face
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Michael Rizza™ Premium Silicone System

JOINT SIZE: 2-12″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% Expansion/Contraction; ±50% Lateral Shear (Excludes joints over 5″); Vertical Shear Varies

FEATURES: Premium silicone seal; No exposed fasteners; Flush mount installation only; Multiple silicone color options available (see Color Chart for details); Aluminum Ships in 10′ lengths; silicone ships in up to 100′ lengths

PERFORMANCE: Contributes to LEED® credits
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	MetaBlock®MBF2H (MetaBlock®) – 2 Hour
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MetaBlock®MBF2H (MetaBlock®) – 2 Hour
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JOINT SIZE: 1-4″ (max 6″ open)*

MOVEMENT: ±50% to ±100% Expansion/Contraction

FEATURES: Versatile, fire-resistant barrier for horizontal expansion joints; Installs without mechanical fasteners or ﬁre caulking; Minimal depth of 2 1/2″ required for installation; Ships in 7′, tongue and groove lengths for easy splicing and transitioning; Ideal for use with elastomeric seals

PERFORMANCE: Fire resistance rating of 1-4 hours tested in accordance with ASTM E1966 and UL 2079; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits

(*Joint size availability varies slightly between products.)
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Hospitals and Healthcare Buildings Flyer
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	Sealants and SpraysMetacaulk 150+ Firestop Sealant
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Sealants and SpraysMetacaulk 150+ Firestop Sealant
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			DESCRIPTION: All-purpose, heat-expanding sealant for construction joints and through-penetrations.

FEATURES: 


Excellent freeze-thaw

Non-sag, flexible cure; cures to an elastomeric seal suitable where dynamic movement is expected

Versatile interior use; water-based seal requires no mixing or dilution; paintable

Protected in wet & dry stages against mold growth with a combination of biocides

Safe and easy to use for most applications (including retrofit); can be applied with conventional caulking gun, bulk loading gun, troweled from pail, or pumped directly from pail



PERFORMANCE: UL Classified system up to 4 hrs; tested in accordance with ASTM E814 (UL 1479), ASTM E1966 (UL 2079), ASTM C834, ASTM E1399, ASTM E90, and CAN/ULC-S115; VOC compliant (CDPH Standard Method v1.2); tested by a third party independent laboratory to the ASTM G21 standard with Fungal Growth Rating results of zero; STC rating 65
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Metacaulk 150+ Flyer
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Metacaulk 150+ Promo
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	Devices and Large OpeningsMetacaulk Cast-In-Place Device (CID)
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Devices and Large OpeningsMetacaulk Cast-In-Place Device (CID)
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			DESCRIPTION: Single-component device with precured dry intumescent, for casting into concrete, that provides through-floor penetration firestop protection for plastic pipes, metal pipes, insulated pipes and all types of cabling.

FEATURES: 


Intumescent expands at the exposure of heat, forming a refractory char that tightly seals preventing the spread of flame, smoke and toxic fumes

Reduces labor time by eliminating need for drilling of concrete

Accessories include snap-on height extensions, corrugated floor deck adaptors, and installation snap-on cover caps

FBC System compatible



PERFORMANCE: UL Classified system up to 4 hrs; tested in accordance with ASTM E814 (UL 1479) and CAN/ULC-S115; VOC compliant (CDPH Standard Method v1.2); Class 1 W Rating; complies to Required Environmental Exposure Testing of Accelerated Aging and High Humidity as per UL 1479 Fire Test of Through-Penetration Firestops

		

				SKU: n/a


	
View Product









	Devices and Large OpeningsMetacaulk Pass Thru Pro (PATP)
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Devices and Large OpeningsMetacaulk Pass Thru Pro (PATP)
		
			0 out of 5
 (0)
		

				
			[image: ]

DESCRIPTION: Firestop device that protects through-penetrations for up to 4 hours while providing flexibility to add, re-add or remove penetrants at any time.

FEATURES: 


Reduces labor time with quick installation and flexibility to modify penetrants as often as needed

Intumescent expands at the exposure of heat, forming a refractory char that tightly seals preventing the spread of flame, smoke and toxic fumes

Will not mechanically pinch cables

Available in 2” (50mm) Round, 4” (102mm) Round, and 4” (102mm) Square (as Single, Double, Tri-Plex, Six-Plex)

Up to 4-hour fire rating

Excellent “L” rating

Zero maintenance



PERFORMANCE: UL Classified system up to 4 hrs; tested in accordance with UL 1479
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Metacaulk Pass Thru Pro One-sheet
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	No Bump SeriesNBR – Tile Recessed
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No Bump SeriesNBR – Tile Recessed
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RELATED: NBRL

JOINT SIZE: 1-12″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear varies

FEATURES: Designed for no “bump” across floor transitions; Accommodates flooring within recess, narrow exposed sightline; No exposed fasteners; Centering bar device holds cover in place throughout movement; Blockout installation only; Ships in 10′ lengths; 1/8,” 3/16″ and 3/8″ recess depths available

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian

Load Data Sheet
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Hospitals and Healthcare Buildings Flyer
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	No Bump SeriesNBAF – Smooth
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No Bump SeriesNBAF – Smooth
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RELATED: NBAFL, NBSF, NBSFL

JOINT SIZE: 1-12″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for no “bump” across floor transitions; Centering bar holds cover in place throughout movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard, stainless steel option available (subject to upcharge)

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Gurney/Bed, X-Ray, Golf Cart (See Load Data Sheet for details)
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Warehouses & Data Centers
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	No Bump SeriesHDNB – Smooth Heavy Duty
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No Bump SeriesHDNB – Smooth Heavy Duty
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RELATED: HDNBL

JOINT SIZE: 2-8″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Heavy duty/Industrial, designed for heavy loading; Designed for no “bump” across floor transitions; Centering bar device holds cover in place throughout movement; Blockout installation only; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Gurney/Bed, X-ray, Floor Sweeper, Passenger Cart, Palletjack (5500lb capacity; Excludes joints over 6), Scissor Lift (See Load Data Sheet for details)
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	Interior Seismic Floors, Pan SeriesPJC (ConVerge™ System) – Pan System
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Interior Seismic Floors, Pan SeriesPJC (ConVerge™ System) – Pan System
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RELATED: PJCL

JOINT SIZE: 2-24″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Accommodates flooring within recess, narrow exposed sightline; No exposed fasteners; Centering bar device holds cover in place throughout movement (PJCL excluded); Blockout installation only; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian through X-ray (See Load Data Sheet for details)

[image: ]

Seismic Joint Systems Flyer
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	Glide Plate Series6FA – Abrasive-filled
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Glide Plate Series6FA – Abrasive-filled
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RELATED: 6FVA, SS6FA, SS6FVA

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Proprietary, slip-resistant epoxy abrasive; Multiple abrasive color options available (see Color Chart for details); Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FC – Carpet Recessed
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Glide Plate Series6FC – Carpet Recessed
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RELATED: 6FVC, SS6FC, SS6FVC

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FP – Smooth
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Glide Plate Series6FP – Smooth
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RELATED: 6FVP, SS6FP, SS6FVP

JOINT SIZE: 1-12″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard, stainless steel option available (subject to upcharge)

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FS – Grooved
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Glide Plate Series6FS – Grooved
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RELATED: 6FVS, SS6FS, SS6FVS

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Exposed grooved covers; Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FTP – Tile Recessed
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Glide Plate Series6FTP – Tile Recessed
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RELATED: 6FVTP, SS6FTP, SS6FVTP

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Tile infill; Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate SeriesXH4FS – Serrated Heavy Duty
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Glide Plate SeriesXH4FS – Serrated Heavy Duty
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RELATED: XH4FVS, SSXH4FS, SSXH4FVS

JOINT SIZE: 1-4″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Serrated covers; Designed for heavy loading; Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Gurney/Bed, X-ray, Floor Sweeper, Passenger Cart (See Load Data Sheet for details)
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	Elastomeric Seal Series75FCE – Carpet Surface Mount
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Elastomeric Seal Series75FCE – Carpet Surface Mount
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RELATED: 75FVCE

JOINT SIZE: 1-2″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±25% Expansion/Contraction

FEATURES: Flanges for carpet; Narrow exposed sightline; No exposed fasteners; Surface mount installation only; Multiple santoprene color options available (see Color Chart for details); Ships in 10′ lengths

PERFORMANCE: Thermal movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Elastomeric Seal Series75FP – Recessed Mount
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Elastomeric Seal Series75FP – Recessed Mount
		
			0 out of 5
 (0)
		

				
			
	[image: ]

    




RELATED: 75FVP

JOINT SIZE: 1-2″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±25% Expansion/Contraction

FEATURES: Narrow exposed sightline; No exposed fasteners; Recessed mount installation only; Multiple santoprene color options available (see Color Chart for details); Ships in 10′ lengths; Available in 0.75,” 1,” 1.5,” and 2″ depths

PERFORMANCE: Thermal movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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RELATED: NBRL

JOINT SIZE: 1-12″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear varies

FEATURES: Designed for no “bump” across floor transitions; Accommodates flooring within recess, narrow exposed sightline; No exposed fasteners; Centering bar device holds cover in place throughout movement; Blockout installation only; Ships in 10′ lengths; 1/8,” 3/16″ and 3/8″ recess depths available

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian

Load Data Sheet
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Hospitals and Healthcare Buildings Flyer
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RELATED: NBAFL, NBSF, NBSFL

JOINT SIZE: 1-12″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for no “bump” across floor transitions; Centering bar holds cover in place throughout movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard, stainless steel option available (subject to upcharge)

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Gurney/Bed, X-Ray, Golf Cart (See Load Data Sheet for details)
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Warehouses & Data Centers
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	No Bump SeriesHDNB – Smooth Heavy Duty
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RELATED: HDNBL

JOINT SIZE: 2-8″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Heavy duty/Industrial, designed for heavy loading; Designed for no “bump” across floor transitions; Centering bar device holds cover in place throughout movement; Blockout installation only; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Gurney/Bed, X-ray, Floor Sweeper, Passenger Cart, Palletjack (5500lb capacity; Excludes joints over 6), Scissor Lift (See Load Data Sheet for details)
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RELATED: PJCL

JOINT SIZE: 2-24″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Accommodates flooring within recess, narrow exposed sightline; No exposed fasteners; Centering bar device holds cover in place throughout movement (PJCL excluded); Blockout installation only; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian through X-ray (See Load Data Sheet for details)
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Seismic Joint Systems Flyer
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	Glide Plate Series6FA – Abrasive-filled
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RELATED: 6FVA, SS6FA, SS6FVA

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Proprietary, slip-resistant epoxy abrasive; Multiple abrasive color options available (see Color Chart for details); Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FC – Carpet Recessed
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RELATED: 6FVC, SS6FC, SS6FVC

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FP – Smooth
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RELATED: 6FVP, SS6FP, SS6FVP

JOINT SIZE: 1-12″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard, stainless steel option available (subject to upcharge)

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FS – Grooved
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RELATED: 6FVS, SS6FS, SS6FVS

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Exposed grooved covers; Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Glide Plate Series6FTP – Tile Recessed
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RELATED: 6FVTP, SS6FTP, SS6FVTP

JOINT SIZE: 1-8″+ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Tile infill; Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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RELATED: XH4FVS, SSXH4FS, SSXH4FVS

JOINT SIZE: 1-4″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Serrated covers; Designed for heavy loading; Designed for minimal “bump” across floor transitions; Glide plate self-centers during movement; Blockout installation only; Ships in 10′ lengths; Directionally sanded aluminum plate standard

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian, Gurney/Bed, X-ray, Floor Sweeper, Passenger Cart (See Load Data Sheet for details)
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	Elastomeric Seal Series75FCE – Carpet Surface Mount
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RELATED: 75FVCE

JOINT SIZE: 1-2″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±25% Expansion/Contraction

FEATURES: Flanges for carpet; Narrow exposed sightline; No exposed fasteners; Surface mount installation only; Multiple santoprene color options available (see Color Chart for details); Ships in 10′ lengths

PERFORMANCE: Thermal movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Elastomeric Seal Series75FP – Recessed Mount
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RELATED: 75FVP

JOINT SIZE: 1-2″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±25% Expansion/Contraction

FEATURES: Narrow exposed sightline; No exposed fasteners; Recessed mount installation only; Multiple santoprene color options available (see Color Chart for details); Ships in 10′ lengths; Available in 0.75,” 1,” 1.5,” and 2″ depths

PERFORMANCE: Thermal movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	Interior Seismic Floors, Pan SeriesPJC (ConVerge™ System) – Pan System
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RELATED: PJCL

JOINT SIZE: 2-24″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Designed for minimal “bump” across floor transitions; Accommodates flooring within recess, narrow exposed sightline; No exposed fasteners; Centering bar device holds cover in place throughout movement (PJCL excluded); Blockout installation only; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian through X-ray (See Load Data Sheet for details)
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Seismic Joint Systems Flyer
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	Interior Seismic Walls & Ceilings, Elastomeric Face Seal SystemsTCVS – Flush Wall – 100% Movement
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RELATED: TCVSE

JOINT SIZE: 2-36″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±100% Expansion/Contraction; ±100% Lateral Shear (Excludes joints over 5″); Vertical Shear Varies

FEATURES: Extruded santroprene seal (Silicone option available); No exposed fasteners; Flush mount installation only; Multiple santoprene (and silicone) color options available (see Color Chart for details); Aluminum Ships in 10′ lengths; Santoprene ships in up to 60′ lengths; TCVSE only available up to 4″ joint

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits
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Retrofit Flyer
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	Interior Seismic Walls & Ceilings, Elastomeric Face Seal SystemsTCWW – Flush Wall – 50% Movement
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RELATED: TCWWE

JOINT SIZE: 2-36″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% Expansion/Contraction; ±50% Lateral Shear (Excludes joints over 5″); Vertical Shear Varies

FEATURES: Extruded santroprene seal (Silicone option available); No exposed fasteners; Flush mount installation only; Multiple santoprene (and silicone) color options available (see Color Chart for details); Aluminum Ships in 10′ lengths, Santoprene ships in up to 60′ lengths; TCWWE only available up to 4″ joint

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits

		

				SKU: n/a


	
View Product









	Elastomeric Face Seal Systems, Exterior Seismic WallsFCVS – Flush Wall – 100% Movement
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RELATED: FCVSE

JOINT SIZE: 2-36″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±100% Expansion/Contraction; ±100% Lateral Shear (Excludes joints over 5″); Vertical Shear Varies

FEATURES: Extruded santoprene seal (Multiple santoprene color options available; Silicone option available; see Color Chart for details); No exposed fasteners; Centering bar device holds cover in place throughout movement (FCVSE excluded); Flush mount installation; Comes standard with either backseal or water barrier; Aluminum Ships in 10′ lengths; Santoprene ships in up to 60′ lengths; FCVSE only available up to 5″ joint

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits
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	Elastomeric Face Seal Systems, Exterior Seismic WallsFCWW – Flush Wall – 50% Movement
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RELATED: FCWWE

JOINT SIZE: 2-36″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% Expansion/Contraction; ±50% Lateral Shear (Excludes joints over 5″); Vertical Shear Varies

FEATURES: Extruded santroprene seal (Silicone option available)*; No exposed fasteners; Centering bar device holds cover in place throughout movement (FCWWE excluded); Flush mount installation; Multiple santoprene color options available (see Color Chart for details); Comes standard with either backseal or water barrier; Aluminum Ships in 10′ lengths; Santoprene ships in up to 60′ lengths; FCWWE only available up to 6″ joint

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits
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	2 Hour Floor, MetaFlex®MPF2H (MetaFlex® Pro) – 2 Hour
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RELATED: MPFV2H

JOINT SIZE: 6-24″ (max 8-36″ open; see MetaFlex Pro Shear MAX 2Hr for larger sizes)

MOVEMENT: ±50% to ±100% Expansion/Contraction

FEATURES: Fire-resistant barrier for larger horizontal expansion joints; Doubles as smoke barrier; Easy “drop-in” installation, no firestop sealant required; Intuitive lap splicing; Ships in 10′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 2 hours tested in accordance with ASTM E1966 and UL 2079; BlazeSeal™ aging and environmental exposure tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits



[image: ]

MetaFlex® Pro Flyer




[image: ]

Seismic Joint Systems Flyer




[image: ]

Hospitals and Healthcare Buildings Flyer







		

				SKU: n/a


	
View Product









	3 Hour Floor, MetaFlex®MPF3H (MetaFlex® Pro) – 3 Hour
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RELATED: MPFV3H

JOINT SIZE: 6-12″ (max 8-18″ open; see MetaFlex Pro Shear MAX 3Hr for larger sizes)

MOVEMENT: ±50% to ±100% Expansion/Contraction

FEATURES: Fire-resistant barrier for larger horizontal expansion joints; Doubles as smoke barrier; Easy “drop-in” installation, no firestop sealant required; Intuitive lap splicing; Ships in 10′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 2 hours tested in accordance with ASTM E1966 and UL 2079; BlazeSeal™ aging and environmental exposure tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits



[image: ]

MetaFlex® Pro Flyer




[image: ]

Seismic Joint Systems Flyer




[image: ]

Hospitals and Healthcare Buildings Flyer








		

				SKU: n/a


	
View Product









	2 Hour Floor, MetaFlex®MPSF2H (MetaFlex® Pro Shear) – 2 Hour
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RELATED: MPSFV2H

JOINT SIZE: 6-24″ (max 36″ open; see MetaFlex Pro Shear MAX 2Hr for larger sizes)

MOVEMENT: ±50% to ±100% Expansion/Contraction, ±100% Lateral Shear

FEATURES: Fire-resistant barrier for larger horizontal expansion joints; Doubles as smoke barrier; Slide mechanism permits horizontal shearing; Easy “drop-in” installation, no firestop sealant required; Intuitive lap splicing; Ships in 10′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 2 hours tested in accordance with ASTM E1966 and UL 2079; BlazeSeal™ aging and environmental exposure tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits
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	2 Hour Floor, MetaFlex®MPUF2H (MetaFlex® Pro Undermount) – 2 Hour
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JOINT SIZE: 6-24″ (max 36″ open)

MOVEMENT: ±50% to ±100% Expansion/Contraction

FEATURES: Fire-resistant barrier for larger horizontal expansion joints for mounting to underside of floor slabs when access from above is limited; Doubles as smoke barrier; Easy installation, no firestop sealant required; Intuitive lap splicing; Ships in 5′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 2 hours tested in accordance with ASTM E1966 and UL 2079; BlazeSeal™ aging and environmental exposure tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits
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	Metal Cover Systems, Exterior Seismic WallsPSWXP (ConCeal® Series) – Plate
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SEE ALSO: PSWXFP, PSWXR

JOINT SIZE: 8-36″

MOVEMENT: ±50% to ±100% Expansion/Contraction; Lateral and Vertical Shear (Contact Factory)

FEATURES: Modular system, adaptable to accept infill materials or plate wrapped around surface; factory-provided plate configuration standard; Hinged door with safety cables permits up to seismic movement without damage; Counterweight and cable system safely returns cover back to nominal position after event; powerful magnets help cover snap back into alignment; Splicing-capable; Ships in lengths to match panel coursing, 6’ (1.8m) min, 10’ (3m) max; Comes standard with water barrier and seals in between panels; Same configuration for wall-to-wall and wall-to-corner, and hinge can be left- or right-handed; Not for horizontal use

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits
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	Metal Cover Systems, Exterior Seismic WallsPSWXFP (ConCeal® Series) – Field Plate
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SEE ALSO: PSWXP, PSWXR

JOINT SIZE: 8-36″

MOVEMENT: ±50% to ±100% Expansion/Contraction; Lateral and Vertical Shear (Contact Factory)

FEATURES: Modular system, adaptable to accept infill materials or plate wrapped around surface; factory-provided plate configuration standard; Hinged door with safety cables permits up to seismic movement without damage; Counterweight and cable system safely returns cover back to nominal position after event; powerful magnets help cover snap back into alignment; Splicing-capable; Ships in lengths to match panel coursing, 6’ (1.8m) min, 10’ (3m) max; Comes standard with water barrier and seals in between panels; Same configuration for wall-to-wall and wall-to-corner, and hinge can be left- or right-handed; Not for horizontal use

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits
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	Metal Cover Systems, Exterior Seismic WallsPSWXR (ConCeal® Series) – Recess
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SEE ALSO: PSWXP, PSWXFP

JOINT SIZE: 8-36″

MOVEMENT: ±50% to ±100% Expansion/Contraction; Lateral and Vertical Shear (Contact Factory)

FEATURES: Modular system, adaptable to accept infill materials or plate wrapped around surface; factory-provided plate configuration standard; Hinged door with safety cables permits up to seismic movement without damage; Counterweight and cable system safely returns cover back to nominal position after event; powerful magnets help cover snap back into alignment; Splicing-capable; Ships in lengths to match panel coursing, 6’ (1.8m) min, 10’ (3m) max; Comes standard with water barrier and seals in between panels; Same configuration for wall-to-wall and wall-to-corner, and hinge can be left- or right-handed; Not for horizontal use

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits
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	2 Hour Floor, MetaFlex®MPSF2H (MetaFlex® Pro Shear MAX) – 2 Hour
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RELATED: MPSFV2H

JOINT SIZE: 26-36″ (max 39-72″ open)

MOVEMENT: ±50% to ±100% Expansion/Contraction, ±100% Lateral Shear, ±100% Vertical Shear

FEATURES: Fire-resistant barrier for larger horizontal expansion joints; Doubles as smoke barrier; Slide mechanism permits horizontal shearing; Convenient two-package installation; Intuitive lap splicing; Ships in 4′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 2 hours tested in accordance with ASTM E1966 and UL 2079; Air leakage (L rating in SCFM/LF) of 3.88 ambient & 4.16 heated per UL 2079, meets IBC 715.6; BlazeSeal™ aging and environmental exposure tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits
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	3 Hour Floor, MetaFlex®MPSF3H (MetaFlex® Pro Shear MAX) – 3 Hour
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RELATED: MPSFV3H

JOINT SIZE: 14-36″ (max 21-72″ open)

MOVEMENT: ±50% to ±100% Expansion/Contraction, ±100% Lateral Shear, ±100% Vertical Shear

FEATURES: Fire-resistant barrier for larger horizontal expansion joints; Doubles as smoke barrier; Slide mechanism permits horizontal shearing; Convenient two-package installation; Intuitive lap splicing; Ships in 4′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 3 hours tested in accordance with ASTM E1966 and UL 2079; Air leakage (L rating in SCFM/LF) of 3.88 ambient & 4.16 heated per UL 2079, meets IBC 715.6; BlazeSeal™ aging and environmental exposure tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits
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	Metal Plate Systems, Seismic RoofTRX (Eclipse™ System) – Surface Mount Plate
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RELATED: TRXE

JOINT SIZE: 12-36″ (See the TRXM for smaller sizes)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear Varies

FEATURES: Durable aluminum cover; Withstands loads from snow, wind and seismic activity; Easy to assemble and install; Full, multi-directional (three-axis) movement; Surface mount installation only; Comes standard with water barrier; Drain assemblies available; Kynar or anodized options available (to match surrounding construction; see Color Chart for details); Ships in max 10′ lengths (cut at factory)

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Snow, wind and seismic loading per ASCE 7; Contributes to LEED® credits
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	MetaFlex®, 2 Hour WallMPSW2H (MetaFlex® Pro Shear MAX Wall) – 2 Hour
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RELATED: MPSWC2H, MPSWI2H

JOINT SIZE: 20-48″ (max 39-72″ open)

MOVEMENT: ±50% to ±100% Expansion/Contraction, Lateral and Vertical Shear Vary (by Joint Size)

FEATURES: Fire-resistant barrier for larger vertical expansion joints; Doubles as smoke barrier; Fire protection from both directions; Convenient two-package installation; Intuitive lap splicing; Ships in 4′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 2 hours tested in accordance with ASTM E1966 and UL 2079; Air leakage (L rating in SCFM/LF) of 3.88 ambient & 4.16 heated per UL 2079, meets IBC 715.6; Intumescent BlazeSeal™ seal beneath flanges is tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits
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	Interior Seismic Floors, Expansion Joint Systems, Surface Plate SeriesBHSF – Hinge Plate
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RELATED: BHSFL

JOINT SIZE: 2-16″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction; ±50% to ±100% Lateral Shear; Vertical Shear varies

FEATURES: Heavy duty plate; Easy to install; Designed for pedestrian loading; Surface mount installation only; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Meets ADA guidelines for slip resistance; Contributes to LEED® credits

LOAD: Pedestrian (See Load Data Sheet for details)
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	MetaFlex®, 2 Hour WallMPSW2H (MetaFlex® Pro Shear Wall) – 2 Hour
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RELATED: MPSWC2H

JOINT SIZE: 4-12″ (max 8-18″ open; see MetaFlex Pro Shear MAX 2Hr for larger sizes)

MOVEMENT: ±50% to ±100% Expansion/Contraction, Lateral and Vertical Shear Vary (by Joint Size)

FEATURES: Fire-resistant barrier for vertical expansion joints; Doubles as smoke barrier; Fire protection from both directions; Convenient single-package installation; Intuitive lap splicing; Ships in 10′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 2 hours tested in accordance with ASTM E1966 and UL 2079; Air leakage (L rating) <5 SCFM/LF per UL 2079, meets IBC 715.6; Intumescent BlazeSeal™ seal beneath flanges is tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits
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	Interior Seismic Walls & Ceilings, Expansion Joint Systems, Interior Walls & Ceilings, Large Seismic Joint Systems, Surface Plate SeriesISWM / ISWSM (TrimLine™ System)
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RELATED: ISWMC, ISWSM, ISWSMC

JOINT SIZE: 4-36″ (Custom larger sizes may be available; contact Balco directly)

MOVEMENT: ±50% to ±100% Expansion/Contraction, Lateral and Vertical Shear

FEATURES: Full multi-directional movement ideal for locations of high seismic activity; Lightweight and durable aluminum composite panel with variety of finish options: prime paint, Kynar, and clear anodized; Clean edges with narrow sightlines; No exposed fasteners; Outer base members provide tape/feather (by others) for seamless transition to surrounding drywall (ISWM and ISWMC only); Surface-mounted option available (ISWSM and ISWSMC); Strong magnets hold cover securely in place until seismic movement; Deflector clips thrust cover out of joint upon seismic movement, preventing damage to joint or cover; Shock cord system prevents cover from falling out, with convenient re-hookable carabiners; Cable safety tethers are backup system, fail-safe to primary; Ships in 10′ lengths

PERFORMANCE: Seismic, thermal and wind movement per ASTM E1399 standard; Contributes to LEED® credits
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	3 Hour Wall, MetaFlex®MPSW3H (MetaFlex® Pro Shear Wall) – 3 Hour
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RELATED: MPSWC3H

JOINT SIZE: 4-12″ (max 8-18″ open)

MOVEMENT: ±50% to ±100% Expansion/Contraction, Lateral and Vertical Shear Vary (by Joint Size)

FEATURES: Fire-resistant barrier for vertical expansion joints; Doubles as smoke barrier; Fire protection from both directions; Convenient single-package installation; Intuitive lap splicing; Ships in 10′ lengths; Can be integrated with Balco Expansion Joint Systems

PERFORMANCE: Fire resistance rating of 3 hours tested in accordance with ASTM E1966 and UL 2079; Air leakage (L rating) <5 SCFM/LF per UL 2079, meets IBC 715.3 and IBC 715.6; Intumescent BlazeSeal™ seal beneath flanges is tested in accordance with UL 1479; Seismic, Thermal and Wind movement tested per standard ASTM E 1399; Contributes to LEED® credits
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